
(WD:50MM)13 LUX0 000, 8mm

(WD:100MM)8 LUX0 000, 8mm

(WD:150MM)5 LUX0 000, 8mm

(WD:0MM)240 000LUX,

(WD:200MM)4 LUX0 000, 10mm

(WD:250MM)10mm30 000, LUX

 Compact line scan light Compact line scan light
  3LINL Ser ies (Natura l coo l ing )

  Compact line scan light  Compact line scan light

Use high power paste lamp, high luminance.

Compact volume, width only 30mm, natural cooling.

Standard model add the optical film to improve the uniformity.

High cost-effective, can customize different length you need.

Use in the application with space limitation and low luminance requirements.

Display surface dust inspection/paste label surface defect inspection/packaging carton location inspectionApplications

◆

◆

◆

New

◆

Customized

型号：LTS-3LINL380-W

WD=0mm
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Effect of light spot<LTS-3LINL380-W>
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*Above diagram only for reference.

Distribution of Relative luminance(Standard)Distribution of Relative irradiance(Standard)

Long side position(mm） Long side position(mm）

Long side position(mm） Long side position(mm）

Long side position(mm） Long side position(mm）

Distribution of Relative luminance(High luminance)Distribution of Relative irradiance(High luminance)

Distribution of Relative luminance(High uniformity)Distribution of Relative irradiance(High uniformity)

Illumination property diagram Lateral characteristic diagram  Lateral characteristic diagram  
High luminance

Standard 

High uniformity

High luminance

Standard 

High uniformity

High luminance

Standard 

High uniformity

Heat dissipa
-ting method

Length 

Color &
color temp.

Length of 
cable

Installation 
method

Changeable:

R
e

la
ti

v
e

 r
a

d
ia

n
c
e （

%）
R

e
la

ti
v
e

 l
u

m
in

a
n

c
e （

%）
R

e
la

ti
v
e
 l
u

m
in

a
n

c
e （

%）

R
e

la
ti

v
e

 r
a

d
ia

n
c
e （

%）
R

e
la

ti
v
e

 l
u

m
in

a
n

c
e （
%）

R
e

la
ti

v
e
 l
u

m
in

a
n

c
e （

%）

RN

SRN

RNH

R
in

g
 

ill
u

m
in

a
ti
o

n

HPR

DML

LFR

S
h

a
d

o
w

le
s
s 

il
lu

m
in

a
ti

o
n

3DM

2DM

LFX

FPQ

RIH

DL

2LINM

SDL

2COXL

3LINH

3LINL

3LIN

2LINS

2LIN

3BRH

2BRS

2BR

B
a

r 
ill

u
m

in
a

ti
o

n

2BRM

3COH

3CON

3COX

C
o

a
x
ia

l i
llu

m
in

a
ti
o

n

COPA

HSL

2SL

SL

RNMU

AOI M
u
lti

-a
n
g
le

 
ill

u
m

in
a
tio

n

2FTB/
2FTR

FTC

2FT/
3FT

B
a

c
k 

il
lu

m
in

a
ti

o
n

2PFT/
3PFT

IP

W
a

te
rp

ro
o

f 
ill

u
m

in
a

ti
o

n

IR

In
fr
a
re

d
 

lig
h
t

UV

U
ltr

a
vi

o
le

t 
lig

h
t

Custo-
mized

C
o

n
tr

o
ll
e

r

PS

PD

APC

DPC

2APC

DPA

2ACC

2DRC

3STU

L
e
n
se

sArea 
scan

Line 
scan

LIP

FPR

COXR

2DPC

STL

S
tr

u
ct

u
re

d
 

lig
h
t

L
in

e
 s

c
a

n
 i
ll
u

m
in

a
ti

o
n

C
u
st

o
-

m
iz

e
d

06

           

           http://www.lotsmv.com
On-site technical 
support 

 Sample free 
  rent service

Customized 
color



Applications

Three types for optional

  3LINL Ser ies

Standard High luminance High uniformityWorkpiece photograph Workpiece

Mobile 
screen film

 FOV

Dark FOV

Bright FOV

Li battery 

cell film

Content

Defect 

inspection

Scratch 
inspection

Dark FOV

Bright FOV

  Compact line scan light  Compact line scan light

High uniformity - name with FHigh luminance - name with N

Standard model for extensive applications, high uniformity model for bright FOV, and high luminance model for dark FOV.

Emitting area

Standard (Optical film) - name with no suffix

Emitting area Emitting area

D
ia

g
ra

m

Standard (side emitting) High luminance (side emitting) High uniformity (side emitting) High uniformity (back emitting)
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Light Parameters

500

A

B(emitting surface)

M3 Nut groove

6
4

30
17(emitting surface)

型号

LTS-3LINL100

LTS- LIN 1403 L

100

140

A B

84

124

LTS- LIN 1803 L 180 164

LTS- LIN 2203 L

LTS- LIN 2603 L

220

260

204

244

LTS- LIN 3003 L 300 284

LTS- LIN 3403 L 340 324

LTS- LIN 3803 L 380 364

LTS- LIN 4203 L

LTS- LIN 4603 L

420

460

404

444

LTS- LIN 5003 L 500 484

  3LINL Ser ies

Boundary dimension（mm）

1.LTS-3LINL (100-500)##

Mounting plate

Mounting plate

M3 Screw

M3 Nut

M3 Screw

LTS - 3LINL ##  - R/G/B/W/IR/UV

LOTS products

Compact 
line scan light

Overall length

Color

Coding Rule Installation method

Installation specification:1, undersurface 

lock to the device through mounting plate 

by M3 screw; 2, in flank, use the M3 screw 

go across the mounting plate, then put the 

M3 nut to screw groove and locked.

124V

24V

24V

24V

24V

24V

24V

24V

24V

24V

24V

LTS-3LIN 100L

LTS- LIN 1403 L

LTS- LIN 1803 L

LTS- LIN 2203 L

LTS- LIN 2603 L

LTS- LIN 3003 L

LTS- LIN 3403 L

LTS- LIN 3803 L

LTS- LIN 4203 L

LTS- LIN 4603 L

LTS- LIN 5003 L

1

1

1

1

1

1

1

1

1

1

 474 

 561 g

 647 g

 734 g

 818 g

 907 g

 994 g

1080 g

1167 g

1254 g

1340 g

 

g6.3W

9.4W

12.5W

15.6W

18.8W

21.9W

25.0W

28.1W

31.2W

34.4W

37.5W

★ ※ PVC extension cable: High flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable: harder and more abrasive resistance than PVC, apply 

    to drag chain system production line. 

2)

PVC extension cable            High flexibility extension cable

1)Operating environment:Temperature 0-50℃,

   Humidity 20-85%（Non-condensation）

   2)Life-span:50000h（Reduce 50% luminance of factory default）

   3)Value-added service:One year free technical support, sample 

     free rent.

Product Model Voltage Color Remark
Dimen
-sion

Com
-mon  

Adapted 
controller

Weight Heat dissipa
-tion method

Y

   UV & IR light can be customized as required.

                                                                                                                                                               

*

Peak wavelength / correlated color temp.Red :620-630nm,Green:525-530nm,Blue:465-470nm,White:6600K(Color temperature)

  

Y

Power

R G B W

R G B W

R G B W

Y

R G B W

R G B W

Y

Y

R G B W

R G B W

R G B W

Y

R G B W

R G B W

Y

Y

Y

Y

High 
luminance 

High 
uniformity

-N (High 

luminance 

condensa

-tion)

High 

uniformity)

-F (

★ Model selection:①Standard model with no suffix; ②High luminance model with N ③High uniformity model with F.

Ex ...①Standard:LTS-3LINL300-W LTS-3LINL300-W-N :LTS-3LINL300-W-F.

   

; 

; ②High luminance： ; ③High uniformity

Max 3 M
customized

   Natural 

     cooling

High power 

constant current 

controller

LTS-2APC(P152)

High power 

constant voltage 

controller

LTS-DPA(P155)

Compact 
line scan light

R G B W Y

  Compact line scan light  Compact line scan light

RN

SRN

RNH

R
in

g
 

ill
u

m
in

a
ti
o

n

HPR

DML

LFR

S
h

a
d

o
w

le
s
s 

il
lu

m
in

a
ti

o
n

3DM

2DM

LFX

FPQ

RIH

DL

2LINM

SDL

2COXL

3LINH

3LINL

3LIN

2LINS

2LIN

3BRH

2BRS

2BR

B
a

r 
ill

u
m

in
a

ti
o

n

2BRM

3COH

3CON

3COX

C
o

a
x
ia

l i
llu

m
in

a
ti
o

n

COPA

HSL

2SL

SL

RNMU

AOI M
u
lti

-a
n
g
le

 
ill

u
m

in
a
tio

n

2FTB/
2FTR

FTC

2FT/
3FT

B
a

c
k 

il
lu

m
in

a
ti

o
n

2PFT/
3PFT

IP

W
a

te
rp

ro
o

f 
ill

u
m

in
a

ti
o

n

IR

In
fr
a
re

d
 

lig
h
t

UV

U
ltr

a
vi

o
le

t 
lig

h
t

Custo-
mized

C
o

n
tr

o
ll
e

r

PS

PD

APC

DPC

2APC

DPA

2ACC

2DRC

3STU

L
e
n
se

sArea 
scan

Line 
scan

LIP

FPR

COXR

2DPC

STL

S
tr

u
ct

u
re

d
 

lig
h
t

L
in

e
 s

c
a

n
 i
ll
u

m
in

a
ti

o
n

C
u
st

o
-

m
iz

e
d

08

           

           http://www.lotsmv.com
On-site technical 
support 

 Sample free 
  rent service

Customized 
color


	页 6
	页 7
	页 8

