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Illumination property diagram

Customized

 Model：LTS-STL03/05/10-W
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LED projection line

Generating laser line

Thin LED projection line, clear and uniformly edge, no scattering and diffraction.

Coplanarity Height measurement

Volume measurement  3D reconstruction

Instruction: Structured illumination use

Grid Chip Customization Instructions

Photoetching pattern precision: 2μ,Edge 

acutance：1.4μ, Base：Soda-lime glass   

Outer surface：Chrome  Projection lens 

selection: the pattern have to be cut in the 

diameter of 11mm circle.

Coding Rule 
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LTS - STL  ## - R/G/B/W/IR/UV

LOTS products

Structured light

Power 

Color

Applications

Stripe

Line gap：
0.75mm

Cross

Line width：
0.05mm 

Line width：
0.05mm 

Line width：
0.05mm 

Line length：
7.5mm

Line length：
7.5mm

Line Grid

Line gap：
0.75mm

Line width：
0.05mm 

 Structured light Structured light
  STL Ser ies
  Structured light  Structured light

Can replace the laser positioning, to get clear edge, 

uniformity luminance, exquisite line.

Can match all 2/3” sensor C mount lenses.

Adjustable focus, no need to add adapter ring.

Pattern customized.

  

Three-dimensional reconstruction and analyze / mechanical calibration / visualization and mapping / 

electronic components dimension measurement.
Applications

◆

◆

◆

◆

New

3W

Heat dissipa
-tion method

Color &
color temp.

Length of 
cable

Installation 
method

Changeable:
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On-site technical 
support 

 Sample free 
  rent service

Customized 
color
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D(Projection diameter)

Lens and light spot dimensions  

  STL Ser ies

Y

W
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1
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LTS-STL03

LTS-STL05

LTS-STL10

Structured light 

3W

5W

10W

-

Light Parameters

Spiricle 

Spot diameter:
0.05mm 

Line width:
0.05mm

Line gap:
0.15mm

Round stripe

Line gap:
0.73mm

Line width:
0.05mm 

Gap:0.75mm

 Spot

Grid Chip Customization Instructions

Boundary dimension(mm )

Effect

1.LTS-STL03/05

C port lens 2/3” sensor 5 million resolutions

LTS-1224-5MP

LTS-1624-5MP

LTS-2516-5MP

LTS-3524-5MP

LTS-5024-5MP

Model  

*Details please check Page163

12

16

25

35

50

Focal length

2.4

2.4

1.6

2.4

2.4

Aperture range

LTS-2ACC700      P157

LTS-2ACC1500    P157

LTS-2ACC2500    P157

191 g 

200 g 

288 g

2.LTS-STL10
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Cable hole

4-M3 6depth

Product Model Power Color Remark
Dimen
-sion

Com
-mon

Adapted 
controller

Weight  Option
Peak wavelength / 
color temperature

   UV & IR light can be customized as required.*

★ ※ PVC extension cable：high flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable：harder and more abrasive resistance than PVC, apply to 

    drag chain system production line. 

2)

PVCextension cable           High flexibility extension cable

1)Operating environment：Temperature  0-50℃,

  

  

   

Humidity  20-85%（Non-condensation）

2)Life-span：50000h(Reduce 50% luminance of factory default)

   3)Value-added service：One year free technical support, sample 

    free rent

Red:620-630nm
Green:525-530nm
Blue:465-470nm
White:6600K

( )

 

color temperature

  Structured light  Structured light
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support 

 Sample free 
  rent service

Customized 
color

           

           http://www.lotsmv.com


	页 8
	页 9

