
*Above diagram only for reference.
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 High Power Ring Light High Power Ring Light
  RN  Ser iesH

Illumination property diagram

Model：LTS-RNH4590-W

  High Power Ring Light

High power LED used, uniform arraying.

Triple luminance than common ring light.

Good thermal design, steady emitting, 

long life-span.

Dimension can be customized.

Long distance Illumination / high speed assembly line illumination / large area illumination

Uniformity (Relative irradiance)

Applications

Customized

◆

◆

◆

◆

LTS - RNH ## ## - R/G/B/W/IR/UV
LOTS products

High power ring light

Outer diameter

Angle

Color

Effect contrast photograph

Imaging instance：stitch inspection

Type-c stitch

LTS-RNH4590-W

Content

Workpiece

Result

Light Model

■Workpiece photograph ■LTS-RNH4590-W

Stitch inspection

clear stitch 

High luminance in small area, 

whiten the stitch to contrast with 

black background.

 stitch inspection

Outer  
inner diameter

&

Color &
color temp.

Length of 
cable

Installation 
method

Combined 
light

Changeable:

40
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On-site technical 
support 

 Sample free 
  rent service

Customized 
color

High power ring light:LTS-RNH4590-W Ring light:LTS-RN5590-W

■Stitch inspection

Test imaging shoot in the same environment 

( exposure time, aperture control the luminance level)

High power ring light: LTS-RNH4590-W high luminance, 

stable effect and high contrast for stitch inspection.

Coding rule
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Light parameters

Option

Boundary dimension(mm )

 High Power Ring Light High Power Ring Light
  RNH Ser ies

Product Model Voltage Power Color Remark
Dimen
-sion

Com
-mon

    High power 
ring light

24V

24V

24V

24V

Adapted 
controller

Weight
Peak wavelength / 
 color temperature Option

R

R

G B W

R

G B W

R

G B W

2.4W

4.8W

4.8W

7.2W

4.8W

9.6W

Y

Y

N

Y

24V

G B W

24V
R

G B W

G B W

4.8W

7.2W

12 0. W

19.2W
N

LTS-RNH8490

LTS-RNH10090

LTS-RNH11090

LTS-RNH12090

LTS-RNH15090

LTS-RNH22090

LTS-RNH30090

24V
R

N
G B W

7.2W

9.6W

Y1

2

3

4

5

6

8

 

162 g

223 g

318 g

379 g

404 g 

525 g 

807 g  

2 4. W 67 gLTS-RNH4590

   UV & IR light can be customized as required.*

Polarized 
plate 

Lens 
shackle 

Strobe 

controller

(P146)

(P152)

(P159)

Analog 

controller

Digital 

controller

Red:620-630nm

Green:525-530nm

Blue:465-470nm

White:6600K

( )

 

color temperature

★ ※ PVC extension cable：high flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable：harder and more abrasive resistance than PVC, apply to 

    drag chain system production line. 

2)

PVCextension cable           High flexibility extension cable

1)Operating environment：Temperature  0-50℃,

  

  

   

Humidity  20-85%（Non-condensation）

2)Life-span：50000h(Reduce 50% luminance of factory default)

   3)Value-added service：One year free technical support, sample 

    free rent

1.LTS-RNH4590 2.LTS-RNH8490

500

4-M3 5depth

3
0
°

∅13

∅45

2
2

(emitting surface）

∅35

∅40

3
0
°

(7)

Cable hole

3-M3(Average)

61
0

3
3
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∅77( )emitting surface
∅84

∅47

∅70

50
0

4-M3 5depth

3.LTS-RNH10090

∅100

∅60

∅92( )emitting surface

4-M3 5depth

∅80

∅100

∅60

4
5
°

500

∅92( )emitting surface

2
4

4-M3 5depth

Used with polarized lens to remove 

the glare light from out of flatness 

surface and reflect light.

Polarized plate

Used for small installation area, 

can fastened the light to the lens 

thread portion.

Lens shackle

5.LTS-RNH12090

3-M3(Average)

500

∅80
∅86

∅120

7
3
3

∅70

( )emitting surface

4
5
°

4-M3 5depth

∅100

4

∅110

4-M3 4depth

∅70

∅110

2
0

50
0

∅90

∅ ( )102 emitting surface

Cable hole 5.15

6.5

∅4.2

4.LTS-RNH11090

6.LTS-RNH15090 8.LTS-RNH30090

∅150

∅110
∅102

∅142( )emitting surface

2
4

4
5
°

∅140

4-M3 5depth

(Average)

500

∅300

∅260

∅252

∅292( )emitting surface

2
4

500

∅290

6-M3 5

(Average)

depth

3
0
°

24V
R

N
G B W

9.6W

14.4W
7

500

6-M3 5,均布depth

3
0
°

∅210

∅220

∅180
∅172

∅212( )emitting surface

2
4

7.LTS-RNH22090
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