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Min. Diameter 261 @90 60 2116

2116

Max. Diameter @300 2180 @120 @180 2260 2260

Coaxial illumination | Bar illumination | Shadowless illumination

Recommended
working distance 100~300mm 10~100mm 10~100mm 10~100mm 5~50mm 5~50mm

FOV 1~300mm 1~150mm 1~100mm 1~150mm 1~150mm 1~150mm

i-angle
illumination

Color Red/green/ Red/green/ Red/green/ Red/green/ Red/green/ Red/green/
blue/white blue/white blue/white blue/white blue/white blue/white

Color temperature 6600K 6600K 6600K 6600K 6600K 6600K
of white

Back illumination |
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Waterproof
illumination

LTS-LFX LTS-FPQ LTS-RIH LTS-DL
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Infrared

light
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Ultraviolet

light

Custo-
mized

Min. Diameter | 145mmX145mm 48mmX48mm 156mmX113mm 102mmX128mm

Max. Diameter | 195mmX195mm 250mmXx250mm 200mmX180mm 350mmX175mm

Recommended

working distance 40~150mm 10~150mm 10~100mm 5~50mm

Controller

FOV 70~100mm 1~200mm 1~150mm 1~200m

Color Red/green/ Red/green/ Red/green/ Red/green/
olo blue/white blue/white blue/white blue/white

Color temperature 6600K 6600K 6600K 6600K
of white
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Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com
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