Square Shadowless Light
RIH Series

& LED vertical distribution.

& High uniformity, high luminance.

@ Used to the workpiece which need balanced surface.

| Line scan illumination

@ Reduce the reflect light or flare.

Structured
light

Cigarette case surface inspection / integrated circuit material strap inspection / inspection lead pin pitch

illumination

Ring

Applications . N . .
character of integrated circuit / metal surface scratch inspection.

lllumination property diagram Uniformity (Relative irradiance)

Model : LTS-RIH11075-W

WD-Illumination property LWD=60 FOV: 106x80mm LWD=100 FOV: 128x96mm
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Customized
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Changeable:
Lengthand |

Multi-angle
illumination

Back illumination

Imaging instance: Contourinspection

Waterproof
illumination

BWWorkpiece photograph BLTS-RIH15075-W

Infrared

light

Content contour inspection
Workpiece packing

Light modelResult  LTS-RIH15075-W
Result contour extracted

Ultraviolet

light

Custo-
mized

Contourinspection Obvious contour high contrast easy
toinspect.

Codingrule

Controller

LTS -RIH ## ## - R/IG/B/W/IR/UV

‘ LOTS products

\ Square shadowless light \

\ Inner length

‘ Inner width

\ Color

. Customized  On-site technical ~ Sample free
http'//WWW'IOtsmV'com color support rent service




Square Shadowless Light
RIH Series

Light parameters

Peak wavelength / f . Adapted Dimen Com
Product Model Voltage  Power Color oo temperature Weight Option controller Al | e | LS

8.2W ®
) 610 g 1 Y
LTSRIHI075 24V 00 6 o @

13.5W Red:620-630nm
s LTS-RIH13294 24V 202w © g @ Green: 525-530nm 48149 Strobe controller (P146)
quere : Blue:465-470nm ~—  Analog controller (P152)
shadowless Ight 8.6W ® White: 6600K -
7569 Digital controller (P159)

LTS-RIH15075 4V i 00 @ | (color temperature)

10.6W ® 178

LTS-RIH232140 24V
159w OO®

| Line scan illumination

Structured
light

illumination

Ring

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50°C, 2% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) apply to use inside of device.

2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent
PVCextension cable High flexibility extension cable

Boundary dimension(mm)

1.LTS-RIH11075 2.LTS-RIH13294 3.LTS-RIH15075
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Multi-angle
illumination

Back illumination | .

6-M4depth4(rever:

E 2

@%‘;ﬁ A 421 secrion aa
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Waterproof
illumination

Infrared
light

Ultraviolet

light

Custo-
mized
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10-Mddepth4

SECTION A-A
(reverse)

Controller

Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com
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