Arch Shadowless Light

DL Series

& High uniformity, high luminance.
@ Used to the workpiece which need balanced surface.

@ Reduce the reflect light or flare.

Structured n i —
|Iight | Line scan illumination

Applications PCB inspection/packing inspection/ plastic surface inspection

illumination

Ring

lllumination property diagram Uniformity (Relative irradiance)

Model : LTS-DL9070-B
WD-lllumination property LWD=10 FOV: 66x50mm LWD=30 FOV: 66x50mm

TR

lllumination [LX]

*Above diagram only for reference.

Customized Coding rule
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Changeable: LTS -DL ## ## - R/G/B/W/IR/UV

‘ LOTS products

‘ Arch shadowless light

Multi-angle
illumination

Back illumination | .

colortemp.
‘ Length of luminous zone

‘ Width of luminous zone

|
‘ Color }4

Imaging instance: pill dirty partinspection

HEWorkpiece photograph HELTS-DL12570-W

Waterproof
illumination

Content pill dirty part inspection
Workpiece tablet products

Light model LTS-DL12570-W

Result dirty part clear and obvious contrast

Infrared
light

Ultraviolet
light

Custo-
mized

Pill dirty partinspection Uniformly emitting, highlight
the black dirty part.

Light parameters

Controller

Peak wavelength / ; q Adapted Dimen Com
Product Model Voltage  Power Color color temperature Wi @90 controller  _gijon -mon REENLS

4.3W ® 535
LTS-DL9070 24 O O®  Red:620-630nm 9 Strobe

5.8W
. . controller (P132)
5.8W ® Green:525-530nm 619 g Y

LTS-DL12570 | 24V

Arch 86W | ©@O®  pe 465-470nm Analog

shadowless light LTS.DL14395 4 5.8W ® White: 6600K 965 g controller (P138)
- g7W O O® e Digital

19.2wW ® (colortemperature) =, ¢ g controller (P149)

LTS-DL22025 = 24V
192w OO®

1 Y

. Customized  On-site technical ~ Sample free
http'//WWW'IOtsmV'com color support rent service




Arch Shadowless Light
DL Series

Light parameters

Peak wavelength / Weight Option Adapted Dimen Com ..«

Product Model HelleEs | Ferey color temperature controller -sion  -mon

11.5W 1004
LTS-DL26070 24V 17 3W Red: 620-630nm 9 Strobe
8.6W . _ controller (P146)
LTS-DL204110 a4y Green:525-530nm 948 g Analo
Arch _ 13.0W Blue: 465-470nm 9
shadowless light 9.3W controller (P152)

LTS-DL277142 24y White : 6600K 10809
15.8W : Digital

9.3W
LTS-DL340130 | 24y e o (colortemperature) =, o9 g controller (P159)

5 Y

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-507C, 3% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) apply to use inside of device.

2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent
PVCextension cable High flexibility extension cable

Boundary dimension(mm)

1.LTS-DL9070 2.L.TS-DL12570 3.LTS-DL14395
102 155
90(emitting surface’ 35 620 I 125(emittﬂnz7suﬁace ) . 143(em|t‘tllg.gzsurface)

(] 2x6-M3depthd 1 T oxeM3deptd I ™" 2x6-M3depths

O

| Line scan illumination

Structured
light

illumination
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4.LTS-DL22025
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70(emitting surfage)
70(emitting surface)

95(emitting surfage)

L

5.LTS-DL26070

272
260(emitting surface )

230
220(emitting surface)
208

2x6-M3depth4

25(emitting surface)

80

4
-

70(emitting surfgce)

g

6.LTS-DL204110 7.LTS-DL277142 8.LTS-DL340130

190
145(emitting surface)|

7

350
340(emitting surface)
99 99

8-Mddepths
107.5_1

q

220
204(emitting surface )
180

0
2x6-Mddepth8

Y

2X4-255
Thread through hol

1B0(emitting surface)

110(emitting surfade| )
277(emitting surface)

read through hol

Cable hole

Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com

Coaxial illumination | Bar illumination | Shadowless illumination

. L Multi-angle
Back illumination | iltrmination

Waterproof
illumination

Infrared
light

Ultraviolet

light

Custo-
mized

Controller
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