High Uniformity Bar Light
2BRS Series

& Wide angle LED array design, high luminance.

@ Processed by high precision mould, shorten the difference between
different batch. high heat transmitting performance.

@ Multiple installation method, easy to install.

@ Different transmittance diffuser plate optional.

| Line scan illumination

Structured
light

illumination

Applications Metal surface defectinspection/ printing character defectinspection/edge defectinspection

Ring

Illumination property diagram Uniformity (Relative irradiance)

Model: LTS-2BRS15030-W
WD-Illumination property Dark FOV: 150x30mm High luminance FOV: 150x30mm
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Customized Wire jacket
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Changeable:

HUEITESY

Multi-angle
illumination

Cover wire jacket, anti-pulls

Back illumination |

LED directio Emitting angle Multiple installation method

Frame structure

Waterproof
illumination

LED Wide angle

Infrared
light

Ultraviolet

light

Installing hole

Custo-
mized

High diffusivity diffuser . 0 O'.5
(transmittance optional) Emitting angle M3 screw,nut
(not attached)

Installing position adopt frame structure and keep the intrinsic

installing hole. Can be installed according to the environment.

Controller

Imaging instance: keyboard characterinspection
HWWorkpiece photograph BLTS-2BR17530-W 2 pcs

keyboard character
Content inspection
Workpiece plastic products
Light model LTS-2BRS30030-W

character information
extracted

Result

Keyboard character inspection High uniformity, white background highlight
black character.

. Customized  On-site technical Sample free
http'//WWW'IOtsmv'com color support rent service




High Uniformity Bar Light
2BRS Series

Codingrule
LTS - 2BRS ## ## - R/G/B/W/IR/UV

\ LOTS products \

| Line scan illumination

‘ High uniformity bar light ‘47

\ Length of luminous zone \

Structured
light

\ Width of luminous zone \

<
<€

\ Color

Ring
illumination

Light parameters

Peak wavelength / Weight Option Adapted Dimen Com Remais

Product Model Voltage  Power Color color temperature phosci st e gl Qs
24v 0.5W ® 52 1 Y
LTS-2BRS3016 0.7W 00® 9
1.0W ®
LTS-2BRS6016 24V 77g Y
600®

1.4W

LTS-2BRS9016 24V 1AW @ 1059
’ 2.2W (X1
1.9W ®

LTS-2BRS12016 24V 127
2.9W (cXE)0) ¢

2.4W ® 154 g

LTS-2BRS15016 24V
3.6W [cXEXTD)

LTS-2BRS18016 24V 2.9w e 177
] W O0® ¢

3.4W ® Anal
LTS-2BRS21016 24V 205 nalog
son | @O® ’

3.8W @ Red:620-630nm
LTS-2BRS24016 24V
sew @O®

High uniformity 4.3W ® Blue: 465-470nm 260 controller

: LTS-2BRS27016 24V
bar light 6.5W 00®
® White : 6600K (P159)

High power

Coaxial illumination | Bar illumination | Shadowless illumination

controller

233 g (P152)
Green:525-530nm Digital

Multi-angle
illumination

Back illumination | .

4.8W

LTS-2BRS30016 24V 27749
7.2W @ (5) @ (color temperature) controller

5.3W ®
LTS-2BRS33016 24V 306 (P152)
W GO® ¢

5.8W
LTS-2BRS36016 24V @ 3349
8.6W (cXEX0)

6.2W
LTS-2BRS39016 24V ® 352¢
9.4W [cXEXT)

6.7W
LTS-2BRS42016 | 24V ® 379g
00®

Waterproof
illumination

10.1W

LTS-2BRS45016 24V 7.2W ® 408
10.8W [cXEXT) 9

7.7W ®

LTS-2BRS48016 24V 4359
11.5W [cXE]T)

8.2W ®
12.2W O0® 4629

Infrared
light

Ultraviolet

light

Custo-
mized

LTS-2BRS51016 24V

* UV & IR light can be customized as required.

Controller

Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com




High Uniformity Bar Light
2BRS Series

Light parameters

Adapted Dimen Com

Peak wavelength / Weight phinini el Bl e Remark

color temperature Ol

Product Model Voltage  Power Color

LTS-2BRS2530 24V 0.7W ® 64 2 Y
- 1.0W [cXEXW) i

LTS-2BRS5030 24V 14w ® 97 Y
) 1.9W [cXEXD) 9

LTS-2BRS7530 24V 2.2W ® 126
’ 20w OO® ¢

LTS-2BRS10030 24V 2.9W @ 160
) 4.3W [cXEXT) 9

LTS-2BRS12530 24v 3.6W @ 194
4.8W O0® 9
4.3W ®

LTS-2BRS15030 | 24V 226
56w OO® K

5.0W ®

LTS-2BRS17530 = 24V 2599
C0®

Structured n i —
|Iight | Line scan illumination

illumination

Ring

6.7W

LTS-2BRS20030 24V 5-8W e 282
7w @0@® ¢

LTS-2BRS22530 24V 6.5W @ 318
8.6W (cXE)0) i

7.2W ® 350 g Analog
9.6W @ e@ Red 620-630 controller
7.9W ed: - nm

(R] 3839 (P152)

10.6W @ @O O ®  Green:525-530nm Digital

High uniformity LTS-2BRS30030 v 8.6W ® Blue: 465-470nm a7g controller
(P159)

bar light 11.5W (5}
94w © @ ® White : 6600K .
LTS-2BRS32530 = 24V : 445¢g High power
12.5W (color temperature) controller
10.1W e (P152)

LTS-2BRS35030 24V 474 ¢
13.4W

10.8W ®
LTS-2BRS37530 = 24V 503g
14.4W

11.5W ®
LTS-2BRS40030 24V 5319
15.4W

12.2W
LTS-2BRS42530 24V ® 5759
16.3W

13.0W
LTS-2BRS45030 24V ® 608 g
17.3W

13.7W
LTS-2BRS47530 24V 3 @ 616 g
18.2W

14.4W
LTS-2BRS50030 24V ® 647 g
19.2W

21.6W ®

288W O OW

25.0w
LTS-2BRS100030 24V @ 12749
37.7TW

LTS-2BRS150030 24V 99.4W ® 18239
56.9W

LTS-2BRS25030 24V

LTS-2BRS27530 24V
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. L Multi-angle
Back illumination | illumination

Waterproof
illumination

Infrared
light

LTS-2BRS75030 24V 6759

Ultraviolet
light

Custo-
mized

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50°C, 2% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) apply to use inside of device.

2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

Controller

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent
PVCextension cable High flexibility extension cable

Customized  On-site technical ~ Sample free

http://www.lotsmv.com color support e




High Uniformity Bar Light
2BRS Series

Boundary dimension(mm)

2.LTS-2BRS##30 (##=B)

| Line scan illumination

1.LTS-2BRS##16 (##=B)
A

A 26
B(emitting surface) 30(emitting | 45

B(emitting surface) 16(emitting [15_ | surface
surface) _|g -

T

Structured
light
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3.LTS-2BRS75030

762

750(emitting surface )
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4.LTS-2BRS100030
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5.LTS-2BRS150030
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1500(emitting surface )
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illumination

Ring

c
el
%
=

=
=2
‘o

2
o

3

(o}
el

©

F=
[

c
o
%
=

E
=
=

©

o

c

o

%

£

E
=

s

x
©
o
O

i-angle
illumination

Back illumination |

Waterproof
illumination

Infrared
light

Ultraviolet

light

Custo-
mized

Controller
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Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com
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