Right-angle Coaxial Light
COXR Series

€@ Compact,space saving.

@ 90° between ray and CCD camera, compact structure.

Line scan illumination

Structured
light

illumination

Ring

Applications The surface scratch of bright and clear objects, packing of food

Illumination property diagram Uniformity (Relative irradiance)

Model:LTS-2COXR60-B
WD-Illumination property LWD=20 FOV:63x52mm LWD=50 FOV:63x52mm

Shadowless illumination

lllumination[LX]

*Above diagram only for reference
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Changeable:
— | Length |
L/

Color &
| light== Jcolor temp

Multi-angle
illumination

Back illumination |

\ 2rproof
illumination

Imaging instance:contour detection
MDetected object photograph ELTS-COXR40-W

Content contour detection
Detected object  shell of mobile phone

m Light model LTS-COXR40-W

Result obvious contour legibility

Infrared | Water

light

Ultraviolet
light

Custo-
mized

Contour detection K . .
Clear uniform imaging, strengthen

facticity of edge, easy detected.

Coding rule
LTS - COXR ## - R/G/B/W/IR/UV

Controller

‘ LOTS products ‘

‘ Right-angle coaxial light ‘47

‘ Width of luminous zone

‘ Color }4

Customized  On-site technical ~ Sample free

color support rent service http://www.lotsmv.com




Right-angle coaxial Light
COXR Series

Light parameters

1.0W ®
1.5W

2.0W ®

- 24V
LTS-COXR30 22w 00®

LTS-COXR2520

| Line scan illumination

Structured
light

10w e Red:620-630nm
. LTS-COXR3520 24V ‘I-SW 00® Green:525-530nm Strobe controller (P146)
Right-angle : Blue:465-470nm Analog controller (P152)

coaxial Light 3.6W )
LTS-COXR40 24V ® g ® White: 6600K Digital controller (P159)

illumination

Ring

5.0W

5.5W ®

- 24V
LTS-2COXR60 7 2W 00®

LTS-2COXR100 24V 12.3W ®
(XX

(color temperature)

18.4W
* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50C, % 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to
3) Value-added service: One year free technical support, sample drag chain system production line.

free rent

PVCextension cable High flexibility extension cable

Boundary dimension(mm)
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28(gmitting surface) &

Multi-angle
illumination

Back illumination | .
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Waterproof
illumination

2x2-M3depthd

Infrared
light
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Ultraviolet
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