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Ultraviolet Light
UV Series

€ Wavelength optional: 365-405nm
@ Use for high precision applications

Metal surface tiny scratch inspection/fake currency inspection/UV curing printed ink/cigarette case

anti-fake inspection

Spectrum chart lllumination property diagram
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EMWorkpiece photograph HELTS-COX50-UV

P . =
electrocircuit inspection

plastic film
LTS-COX50-UV
clear circuit

Electrocircuit i ti
ectrocireuitinspection Make the imaging of circuit clear

through UV light.

>

LTS-RN5060 Strobe
controller

Ring ] 109 g (P146)

ultravioletlight = LTS-RN7090
Analog

LTS-RN12030 . UV:365-405nm 222 g - controller
(P152)

LTS-COX40 . 186 g Digital
controller

LTS-COX50 . 308 g (P159)

Coaxial
ultraviolet light
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Ultraviolet Light
UV Series

3.6W uv Y

LTS-2FT5050 24V 101g 6

| Line scan illumination

LTS-2FT7070 24V 5.8W uv 1509 7

Structured
light

Back LTS-2FT8080 24V 7.2W uv 1759
. . Strobe
ultraviolet light controller
. 249
LTS-2FT100100 24V uv 9 (P146)

Analog

Ring
illumination

LTS-2FT150150 24V uv 4634
UV:365-405nm controller

LTS-2BR6016 24V . uv 80g (P152)
Digital

LTS-2BR9016 24V . uv controller
Bar (P159)

ultraviolet light =~ LTS-2BR18016 24v : uv

LTS-2BR7530 24V . uv

LTS-2BR12530 24V . uv

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50C, 3% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent
PVCextension cable High flexibility extension cable
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Multi-angle
illumination

1.LTS-RN5060 2.LTS-RN7090 3.LTS-RN12030

250
228.5

@}
Lq
ﬁ S 190

4-M3 depth 4.5

Back illumination

4-M3 depth 5

Waterproof
illumination

Infrared

light

mized

4.LTS-COX40 5.LTS-COX50 6.LTS-2FT5050

| Custo-

47 87

12, 25 50(emitting surface)|
38
5

:g[ 11

S—] 81:
43.4(emitting surface) 4-M3depth5 /
265 4-M3depth5

-

[l

38(emitting surface)

Controller

2

50(emitting sprface)

50(emitting surface)
64

| Lenses |
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| Line scan illumination

Structured
light

illumination
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Back illumination | Multi-angle

Waterproof
illumination

Infrared
light

Ultraviolet
light

Custo-
mized

Controller

Ultraviolet Light

UV Series

Boundary dimension(mm)
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