
SIP-S300高保真全双工SIP对讲扬声器，采用先进的回音消除术，10W高保真扬声器，在公共场所也

能享受清晰亮丽的音质,支持群组广播，内置黑白名单和只信任SIP服务器机制�屏蔽不必要的干扰通

话和互联网攻击。通过将SIP-S300与其它LVswitch设备连接，包括IP电话以及视频会议终端，用户可

以轻松地打造一个先进的、功能丰富的安全语音对讲和广播解决方案。给商场、学校、医院等需大范

围广播覆盖的公共场所，提供高效便捷的信息传递，使用户在广阔空间获得全方位高保真音频体验。

内置只信任
SIP服务器机制
屏蔽恶意攻击

每一台LVswitch SIP话机系列

产品在出厂之前，都要经过

  AM音频分析仪的专业化测试，

  确保最佳的音频和声学性能。

2条线路
2个账户

外置拾音器接口
实现SIP对讲

SIP-S300

HD
10W高保真
高清扬声器

增强版回音消除

多功能单按键
可人性化语音报号

恢复出厂

支持POE/POE+
的10/100Mbps

网络端口

广 东 商 路 信 息 科 技 有 限 公 司 网站:www.lvswitches.com

SIP-S300 X

SIP-S300

SIP-S300P √

√

HD

Built-in
PoE power supply

External pickup interface
to realize SIP intercom

Multi-function single
button, humanized voice
reporting, restore factory

Built-in only trust
SIP server mechanism

to shield malicious attacks

SIP-S300 high-fidelity full-duplex SIP 

intercom speaker, using advanced echo 

cancellation technology, 10W high-fidelity 

speaker, can enjoy clear and beautiful sound 

quality in public places, support group 

broadcasting, built-in black and white list 

and only trust SIP server mechanism , Shield 

unnecessary interference calls and Internet 

attacks. By connecting SIP-S300 with other 

LVswitch devices, including IP phones and 

video conferencing terminals, users can 

easily create an advanced, feature-rich, 

secure voice intercom and broadcast 

solution. It provides efficient and 

convenient information transmission for 

shopping malls, schools, hospitals, and 

other public places that require large-scale 

broadcast coverage, so that users can get a 

full range of high-fidelity audio experience 

in a wide space.

2 SIP accounts
2 call lines

HD audio, acoustic
echo elimination,
noise reduction

Po EModel Network Power Adapter

100M Ethernet port

100M Ethernet port Optional
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Telephone functions

•  SIP intercom

• Multicast paging

• Answer calls by priority

HD voice

• Ultra-wideband high-definition voice

  coding and speakers

Speaker

• 10W high fidelity speaker

Security

• Distinguish between ordinary users

  and administrator rights

• MD5 and MD5-sess based authentication

• 256-bit AES security profile

• TLS

• SRTP

• HTTPS

• 802.1x media access control

QoS

• Support the second layer

   (802.1Q, 802.1p)

   and the third layer 

   (ToS, Di port Serv, MPLS) QoS

Multi-language

• Simplified Chinese / Traditional Chinese / 

• English / Turkish / Korean/Russian / 

• French / Italian / German / Polish / 

• Portuguese/Japanese / Spanish / Thai /

• Hindi / Arabic / Vietnamese

Upgrade/Configuration

•Upgrade firmware via TFTP/HTTP/HTTPS

  upload

• Upgrade firmware via local HTTP upload

• Large-scale deployment through Tr069

  or AES encrypted XML configuration files

Power & Energy saving

• Integrated PoE* 802.3af Class 3

• PoE: IEEE 802.3af/IEEE 802.3at

Product specification

• Dimensions: 200mm x 165mmx97mm

• Net weight: 0.8kg

Temperature & Humidity

• Working: 0°C to 40°C

• Storage: -10°C to 60°C

• Humidity: 10% to 90% non-condensing

Packing list

• One SIP-S300 host

• Universal power adapter (optional)

• Cable

• Quick Installation Guide Manual

Standards and Certifications

• FCC: Part 15 (CFR 47) Class B

• FCC Part 15C

• FCC Part 15E

• MPE 

• CE : EN 55032

• EN 55024

• EN 61000-3-2

• EN 61000-3-3

• EN 60950-1

• EN 301 4891/17

• EN 300 328

• EN 301 893

• EN 62311

• RoHS 

• RCM: AS/NZS CISPR 32/24

• AS/NZS 60950.1

• AS/NZS 4268 IC: ICES 003

• RSS 247

• RSP-100

• RSS 102

Protocols and Standard

• SIP RFC3261

• TCP/IP/UDP

• RTP/RTCP

• HTTP/HTTPS

• ARP，ICMP

• DNS (A record，SRV，  NAPTR)

• DHCP

• TFTP

• NTP

• STUN

• LLDP-MED

• TR-069

• 802.1x

• TLS

• SRTP

• IPV6

• OpenVPN

Speech coding

• Support G.711µ/a, G.722 (wide-band)

• G.726-32,

• iLBC

• Opus

• G.729A/B in-band and outofband

  DTMF (In audio, RFC2833, SIP INFO)

• VAD

• CNG

• AEC

• PLC

• AJB

• AGC

• ANS

Network interface

• One 10/100Mbps network port

•Integrated PoE/PoE+

Pickup function

• Optional 6m pickup module

Auxiliary interface

• A 3-pin multi-purpose input port
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