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Microcomputer carton compressive tester series
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Caron compression tester s used for measuring the compression strength of cartons or other packaging containers, and may do holding pressure
stacking test, used as pl important reference.or an important basis for the design box.

 iRiHF# Design criteria
TAPPI-T804, JIS-20212, GBABS7.3.4, ASTM-D642, QB/T1048, BS EN IO 12048, GB/T4857. 16, GBIT6167, GB/T8 168, GB/T48S7.3, GBITAST.4
u EEHARSH The main technical

E8/Model HD-A501-800 HD-A501-900 HD-AS501-1200 HD-AS501-1500

&#/Capacity 1000kgf 1000kgf 2000kg 20005000kt |

B Resolution 1/10,000 110,000 110,000 1/10,000

RN Kg. Lb. NI Kg. Lb. NSwitching function |

0, FHM. REHEMN, FFIED Peak, average, setthe value of holding pressure,

RETA/Reportitem o 2

BTt space s Toome000 oo ‘ oo ieoat ‘
SIBREH10W+ 5 SKW,

bt b P ml)mmﬂuiikﬂﬂ‘ﬁﬁﬁﬁﬁ‘

PG motor 180W-1/50 Reducers ball screw rad+ Chain conveyor +Taiwan brand
transducer1500W-+DELIX] frequency converter 1

yStucture

R Test spoed 10+ 3mm/min |
SMER H/0utside s . ‘ .
Dimension(L"W*H)mm

AMAER/Weight 300kg 350kg ] 750kg ‘ 1000kg ‘
@ H/Power 14, 220V, S0Hz, 10A 1§, 220V, 50Hz

09/ Email:papertester@qc-test.com




