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WRBEXIEN R
Bursting strength tester series

= ER{f Product Description

2. w1 QE-REK.

. RERRE, T
. DA%, DRESE ATEE. X, QRANE, THRNONSRMHETEN.
This series of products using digital display prossure. test material broke down, automaticaly feain maximum rupture sirengih value, indicating
approach 1o igital type, capacity is 0~100kgilcm’2.They can be widely applicable to packaging materils, ncluding thegeneral paper, orrugated
paper. oilet paper, wrapping paper, sic, Used i leather, cloth, packaging fim etc, can effectve for product qualiy monitoring
B it Design criteria

JIS-L1004, L1018, L1031, K6328. P8131, P8112RASTM-D2210, TAPPI T403, IS02759-2001, GB/T1539, GB/T 6545, 1SO 12947-2

u EEHEASBH The main technical

B8 Model HD-AS04-1
72 Sensing method A #¢8/Pressure converter
#8772 Indication method #FVA/Digital display
#{EJ Operate method 4 @ #HAutomatic
DAL Unit kpa. psi(Lbs/in"2). kgf/cm"2, THALLIBIDAE/With unit switching function
HER 2(0. 1kgt/em’2)/ {EERLow pressure type0-~12kgt/cm2

FEEIASUSI04H Stainless steel SUS04#.

XFNE S 520.1mm » 520,
Clip fing inside diameter diameter: $31.5.+0.1mm ; Down ciip ring inside diameter : $31.5.+0.03mm
AR The hydraulic oil FM silicone oil

$SMURT Outside Dimension 480°400°580mm

HAER Weight 70kg.

REMIK , RFIR, REH 10K, B Rubber film 1 piece, Wrench 1 piece, Correction sheel

SRR Standard Loyout 10PCS, Silicone ol 1 bottle

ST Optional “AFUAI pump

Email:papertester@qe-test.com /18



