
 Ultra bright line scan light Ultra bright line scan light
  3LINH Ser ies (Fan cool ing )

  Ultra bright line scan light  Ultra bright line scan light

The luminance of light outlet can reach 2,000,000LUX.

Adopt special structure design for heat-dissipation, 

convenient to replacement.

Standard model add the optical film to improve the uniformity.

Used in the applications with high luminance requirements. 

PCB surface inspection/Li battery coating defect inspection/Leather surface defect inspectionApplications

◆

◆

Illumination property diagram

◆

Model：LTS-3LINH300-W

New

◆

Lateral characteristic diagram  

WD=0mm
2500000

2000000

1500000

100000

50000

0
-150 -125 0 25 50 75-100 100 125 150-75 -50 -25

High luminance

Standard 

High uniformity
2200000

0
0 50 100 150

200000

WD-Illumination property

2000000

200 250 300

1800000

1600000

1400000

1200000

1000000

800000

600000

400000

350 400

Customized

*Above diagram only for reference.
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Effect of light spot<LTS-3LINH300-W>

(WD:50MM)1,300 000LUX, 10mm

(WD:100MM)72 LUX0 000, 10mm

(WD:150MM)42 LUX0 000, 15mm

(WD:0MM)1,900,000LUX

(WD:200MM)28 LUX0 000, 22mm

(WD:250MM)20 LUX0 000, 27mm

Brightest 2 

million LUX

Distribution of Relative luminance(High luminance)Distribution of Relative irradiance(High luminance)

Distribution of Relative luminance(High uniformity)Distribution of Relative irradiance(High uniformity)

High luminance

Standard 

High uniformity

Heat dissipa
-ting method

Length 

Color &
color temp.

Length of 
cable

Installation 
method

Changeable:
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Standard High luminance High uniformity

High uniformity 
(side emitting/back emitting)

High uniformity - name with FHigh luminance - name with N

Standard model for extensive applications, high uniformity model for bright FOV, and high luminance model for dark FOV.

Applications

Workpiece photograph Workpiece

Mobile 
screen film

Standard (side emitting) High luminance (side emitting)

D
ia

g
ra

m

 FOV

Dark FOV

Bright FOV

Li battery 

cell film

Content

Defect 

inspection

Scratch 
inspection

Emitting area

Three types for optional

Standard (Optical film) - name with no suffix

  3LINH Ser ies

Rotating platform diagram

  Ultra bright line scan light  Ultra bright line scan light

Emitting area Emitting area

Dark FOV

Bright FOV
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★ ※ PVC extension cable: High flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable: harder and more abrasive resistance than PVC, apply 

    to drag chain system production line. 

2)

PVC extension cable            High flexibility extension cable

1)Operating environment:Temperature 0-50℃,

   Humidity 20-85%（Non-condensation）

   2)Life-span:50000h（Reduce 50% luminance of factory default）

   3)Value-added service:One year free technical support, sample 

     free rent.

Product Model Voltage Color Remark
Dimen
-sion

Com
-mon  

Adapted 
controller

Weight Heat dissipa
-tion method

   UV & IR light can be customized as required.

                                                                                                                                                                    

*

Peak wavelength / correlated color temp.Red :620-630nm,Green:525-530nm,Blue:465-470nm,White:6600K(Color temperature)

 

124V

Power

24V

24V R G B W

R G B W

R G B W

24V

24V R G B W

R G B W

48V

48V

48V R G B W

R G B W

R G B W

48V

48V R G B W

R G B W

LTS-3LIN 100H

LTS- LIN 2003 H

LTS- LIN 3003 H

LTS- LIN 4003 H

LTS- LIN 5003 H

LTS- LIN 03 H60

LTS- LIN 03 H70

LTS- LIN 03 H80

LTS- LIN 03 H90

LTS- LIN 10003 H

1

1

2

2

2

2

2

2

2

Light Parameters

1056 

1706 g

2356 g

3006 g

3656 g 

4306 g 

4955 g 

5605 g

6255 g

6905 g

 

g 48W

144W

216W

288W

336W

384W

432W

480W

576W

576W

High 
luminance 

High 
uniformity

-N (High 

luminance 

condensa

-tion)

High 

uniformity)

-F (

★ Model selection:①Standard model with no suffix; ②High luminance model with N ③High uniformity model with F.

Ex ...①Standard:LTS-3LINH300-W LTS-3LINH300-W-N :LTS-3LINH300-W-F.

   

; 

; ②High luminance： ; ③High uniformity

LTS - 3LINH ##  - R/G/B/W/IR/UV

LOTS products

Ultra bright 
line scan light

Overall length 

Color

Coding RuleInstallation method 

  3LINH Ser ies

M5 Screw

M5 Nut
M3 Screw

Mounting plate

Installation specification:1, end 

face lock to the device through 

mounting plate by M3 screw; 2, 

in flank, use the M3 and M5 screw 

go across the mounting plate, then 

put the M3 and M5 nut to screw groove 

and locked.

Mounting 
plateM3 Screw

M3 Nut

Model

LTS-3LINH100

LTS- LIN 2003 H

100

200

A B

84

184

LTS- LIN 3003 H 300 284

Boundary dimension （mm）

1.LTS-3LINH (100-300)##
A

B(emitting surface)

1
0
7

1
4
5
.4

6

38.4

6
5

30

     24

surface)

(emitting 

2
5 4-M5depth6

3000

50

A
B(emitting surface)

1
0
7

1
4
5
.4

6

38.4

6
5

30

     24

surface)

(emitting 

2
5 4-M5 6depth

3000

50

3000

2.LTS-3LINH (400-1000)##

Model

LTS-3LINH400

LTS- LIN 5003 H

400

500

A B

384

484

LTS- LIN 6003 H 600 584

LTS-3LINH700

LTS- LIN 8003 H

700

800

684

784

LTS- LIN 9003 H 900 884

LTS- LIN 10003 H 1000 984

   Fan 

   cooling

High power 

constant current 

controller

LTS-2APC(P152)

High power 

constant voltage 

controller

LTS-DPA(P155)

  Ultra bright line scan light  Ultra bright line scan light

Ultra bright 
line scan light

Y

Y

Y

Y

Y

Y

Y

Y

Y

Y

Max 3 M 
customized
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