
 Tunnel Line Scan Light Tunnel Line Scan Light
  SDL Ser ies (Fan cool ing)

  Tunnel Line Scan Light  Tunnel Line Scan Light

Good parallelism, high luminance.

Compact, stability, durable structure.

Used for inspecting workpiece which need uniform surface, 

and used with line scan camera.

PCB printing inspection/ vacuum packing inspection/ metal surface inspection/ glass surface gloss inspectionApplications

◆

◆

Model：LTS-SDL350-W

Distribution of Relative irradiance

◆

LTS - SDL ##  - R/G/B/W/IR/UV

LOTS products

Tunnel line scan light

Length of luminous zone 

Color

Coding rule

General usage Used with coaxial line scan 3

WD-Illumination property 

25

Usage 

Distribution of relative luminance

Long side position（mm） Long side position（mm）

On-site technical 
support 

 Sample free 
  rent service

Customized 
color

           

           http://www.lotsmv.com

R
e

la
ti

v
e

 r
a

d
ia

n
c
e

(%
)

re
la

ti
v
e

 l
u

m
in

a
n

c
e

(%
)

Il
lu

m
in

a
ti

o
n
[

L
X
]

Length

Color &
color temp.

Length of 
cable

Installation 
method

Changeable:

Cooling method:fan cooling

*以上图表仅供参考，不作为保证产品质量
Imaging instance：Reflective package character print inspection

Package

LTS-SDL350-W

Content 
Workpiece

Light model

Result 

■LTS-SDL350-W 

Reflective package character 

print inspection

eflective package character 
print inspection

Clear character without reflection

Clear character, and eliminate 

reflection of surface.

■Workpiece photograph
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*Above diagram only for reference.

Customized



Light parameters

Boundary dimension(mm )

  SDL Ser ies

Tunnel
 line scan light

Y

Y

Y

LTS-SDL120

LTS-SDL200

LTS-SDL260

LTS-SDL350

LTS-SDL420

LTS-SDL500

LTS-SDL23875

LTS-SDL1000

   UV & IR light can be customized as required.*
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  Tunnel Line Scan Light  Tunnel Line Scan Light

Product Model Voltage Power Color Remark
Dimen
-sion

Com
-mon

Adapted 
controller

Weight  Option
Peak wavelength / 
color temperature

★ ※ PVC extension cable：high flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable：harder and more abrasive resistance than PVC, apply to 

    drag chain system production line. 

2)

PVCextension cable           High flexibility extension cable

1)Operating environment：Temperature  0-50℃,

  

  

   

Humidity  20-85%（Non-condensation）

2)Life-span：50000h(Reduce 50% luminance of factory default)

   3)Value-added service：One year free technical support, sample 

    free rent

High power 

constant 

voltage controller

LTS-2APC(P152)

High power 

constant 

current controller

LTS-2APC(P155)
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On-site technical 
support 

 Sample free 
  rent service

Customized 
color

Y124V 135W R G B W

24V 353W R G B W

N
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807W48V R G B W
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Red:620-630nm

Green:525-530nm

Blue:465-470nm

White:6600K

( )

 

color temperature
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  SDL Ser ies

  Tunnel Line Scan Light  Tunnel Line Scan Light

Boundary dimension(mm )
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