Structured n i —
|Iight | Line scan illumination

Ring
illumination

[=
el
%
=

=
=2
‘o

2
o

3

(e}
el

©

F=
[

c
o
%
£

=

S
=

©

o

c

o

%
£

E
=

s

x
(]
o
O

. L Multi-angle
Back illumination | illumination

Waterproof
illumination

Infrared
light

Ultraviolet
light

Custo-
mized

Controller

Arc-shaped Light

S

2
4
4

RN Series

LED arc-shaped array.
Are-shaped angle can be customized, various model.
Adapt to various shape required working environment,

more flexible than common ring light.

Applications PCB inspection/ products labelinspection/arc-shaped componentinspection

lllumination property diagram Uniformity (Relative irradiance) wire jacket

Model: LTS-SRN9045-B
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WD-Illumination property LWD=50 FOV:45x33mm LWD=100 FOV: 45x33mm
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0 75 Cover wire jacket, anti-pulls.
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*Above diagram only for reference.

Customized Coding Rule
Changeable: LTS - SRN ## ## - R/G/B/W/IR/UV

Emitting WOuter& | LOTS products
angle

[ o . N Color& I Arc-shaped light
Outer diameter

Imaging instance: mobile glass screen contour detection
BMWorkpiece photograph MLTS-SRN24000-W

mobile glass screen
contour detection

Workpiece 3D Screen of mobile
Light model LTS-SRN24000-W
Result edge obvious contrast

Content

Mobile glass screen Lighten the edge in the side, to
contour detection contrast with background obvious.

Light parameters

Peak wavelength / f f Adapted Dimen Com
Rroduct jModel pelidon Rovel Color color temperature Uil ©pilis controller  -sion  -mon R

W
0 @ 41g 1 Y

LTS-SRN5030 24V
1.0W [cXEX) Strobe

0.8W ® controller
LTS-SRN7010 24V ©®@@@  Red:620-630nm 60g N
(P146)

1.2W
1.0W Green:525-530nm
LTS-SRN7045 24V @ 64 g Analog
\ G 2] @ Blue:465-470nm controller
light 1.2W ®
LTS-SRN7430 24V 1ow 00® White: 6600K 769 (P152)
2.0W ® (color temperature) Digital
LTS-SRN9045 24V 3.2W 00® controller
1.2W ® (P159)

LTS-SRN912 24V
S-SRN9120 »ow Co®

. Customized  On-site technical ~ Sample free
http'//WWW'IOtsmV'com color support rent service




Arc-shaped Light
SRN Series

3LINH
S [3LINL
. 2 [30N
Light parameters £ [ans
‘c |2LIN
Product Model Voltage Power Color e Weight Option Adapted Dimen Com Remark 3 200XL
color temperature controller  -sion -mon 2 |eareve
1.0W T | r—
LTS-SRN10000 24V ® 60g 7 N __|soL
1.4W [cXEXW) 3
2.0W 3 _|sTL
LTS-SRN12000 24V ® 1M1g 8 N 2E
2w @O® 55|
5.8W ® S[RN
LTS-SRN12060 24V 115 9 N ©
8.7W [cXEI0) g mé RNH
1.2W % 2[srRN
LTS-SRN17200 24V 6 15g 10 N 5
2.0W [cXEID) HPR
2.2W FPR
LTS-SRN17315 24V @ 136 g Strobe 11 N < fom
3.6W 00® controller b=
5.8W @ Red:620-630nm i=j|LFR
LTS-SRN18000 24V 3399 (P146) 12 N E [30m
9.6W OO®  Green:525-530nm Analog 2 =
(3
- 2.4W g
fionenaped i1 sRN24000 | 24v s ew 6 g @ Buei4esaTonm 1049 —  conwoller | 13 N 2 [Fx
. o
20w ® White : 6600K (P152) ol
LTS-SRN28600 24V : 1129 Digital 14 N o |RH
2.9W © O®  (colortemperature) DL
2.9W controller < [38rH
LTS-SRN29015 24V e 13849 (P159) 15 Y %
4.4W [cXEXT) £ |28R
1.0W B
LTS-SRN35000 24V ® 1829 16 N 2 2BRS
1.7W [cXEXD) & [2BRM
23.1W
LTS-SRN35090 24V ® 229g 17 N SCOH
38.4W [cXEXT) < [3con
1.0W ® S [coxr
LTS-SRN50000 24V 260 18 N £
1.7W O0®W 9 E [scox
= |corPa
LTS-SRNH9045 = 24V 8.6W (cXEX) 1189 19 N = [hst
o
] . . O [2sL
* UV & IR light can be customized as required. oL
% 1) Operating environment: Temperature 0-50°C, : 2 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance, %é RNMU
Humidity 20-85% (Non-condensation) : apply to use inside of device. E E
2) Life-span: 50000h(Reduce 50% luminance of factory default) : 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to 22|r0!
1 : ion li c |2FTB/
3) Value-added service: One year free technical support, sample 1 drag chain system production line. % 2FTR
free rent : g FTC
: PVCextension cable | High flexibility extension cable 2 51
- HEE
Boundary dimension(mm) 85|Lie
a@
SE
s5|ip
1.LTS-SRN5030 3.LTS-SRN7045 ==
B
21 “_EE’ IR
13 H o
a5 Ee |V
‘ *1‘ 3 M3depthd 4-M3depth4,(Average) 5§,
(Average) 1 : R
0 i £73 | Custo-
@ 9 8% mized
I PS
20.5
21 PD
2DRC
. [3sTU
4.LTS-SRN7430 % APC
040 8
1 2APC
33 DPA
2 2ACC
%%} 2DPC
o |Area
$ scan
g § Line
260 /{ /@\ scan
4 \ —
4-M3depthd /| / 2N
R
Customized  On-site technical ~ Sample free .
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RIH
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3CON
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Back illumination | .

2FTB/
2FTR

FTC

2FT/
3FT

2PFT/
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LIP

uv

Custo-
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PD
2DRC
3STU

Coaxial illumination |Bari|lumination| Shadowless illumination
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Arc-shaped Light

SRN Series

Boundary dimension(mm)

7.LTS-SRN10000

3-M3depth4
_—

18.LTS-SRN50000

SECTION B-B

(200) 6-M3depthS

8.LTS-SRN12000

59.97

12.LTS-SRN18000

126.54

_ 80
72(emitting surfgce)

4-M3depth:

9.LTS-SRN12060

2120

4-M3depth4
&
2108

/&

13.LTS-SRN24000

3-M3Thread
through hole

30(emitting surface)

SECTION A-A

10.LTS-SRN17200

(2120.91)
(289.05
Il GJQQ

17.LTS-SRN35090

3-M4depth5

22.5
245

19.LTS-SRNH9045

150°

21

| ¢7.161 / ‘ 4-M3depthd
a0l 7/ 90
N
N
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