Structured n i —
|Iight | Line scan illumination

illumination

Ring

c
S
=
©
£
E
3
»
123
o
H
o
o
©
=
(2]
o
S
T
£
€
El
T
©
[41]
c
S
T
£
E
El
s
x
©
Q
o

. L Multi-angle
Back illumination illumination

Waterproof
illumination

Infrared

light

Ultraviolet
light

Custo-
mized

Controller

Ring Shadowless Light

HPR Series

@ Used paste LED, high uniformity.
@ High angle emitting uniformly.

Applications The inspection of date on the food packing /the highlight or reflect surface of workpiece inspection

lllumination property diagram

Uniformity (Relative irradiance)

Model: LTS-HPR200-W

WD-lllumination property

LWD=100 FOV: 220x160mm LWD=200 FOV: 220x160mm
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Imaging instance: directioninspection

300
*Above diagram only for reference.

Wire jacket

Cover wire jacket, anti-pulls.

BMWorkpiece photograph ELTS-HPR240-W

Content direction inspection
Workpiece Air condition fan blade

Light model

LTS-HPR240-W

Result clear fan blade imaging

Codingrule

Direction inspection Uniformly emitting, whiten the
background to contrast with black
fan blade.

LTS - HPR ## - R/G/B/W/IR/UV
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Ring Shadowless Light
HPR Series

Light parameters

; ; Adapted Dimen Com
Product Model Voltage  Power Color Weight Option = ler  sion  -mon Remark

1.7W ®
LTS-HPR61 24V 1319 1 N
2w GO®

3.4W ®
LTS-HPR90 24V 24649
5.0W [cXEX0)

5.5W 1@ Strobe
B} 256
LTS-HPR100 24v OO®  Red:620-630nm 9 controller

8.2W
5.8W ® Green:525-530nm (P146)
3459 Analog

. LTS-HPR130 = 24V
Ring 8.6W ©O0® gye 465-470nm controller

shadowless light 6.7W ®
LTS-HPR180 : White : 6600K 5499 (P152)
101w  OO® Digital

LTS-HPR200 24V 10.1W ® (color temperature) 6229 controller
168W OO (P159)
14.4W

LTS-HPR240 24V ® 1098 g

(cXEW)

| Line scan illumination

Structured
light

Ring
illumination

24.0W

10.3W ®
LTS-HPR300 24V 573g
17.0W [cXEXT)

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50°C, 2 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,
Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent

PVCextension cable High flexibility extension cable
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Boundary dimension (mm)

Multi-angle
illumination

Back illumination | .

1.LTS-HPR61 2.LTS-HPR90 3.LTS-HPR100 4.LTS-HPR130
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103(emitting surfac

@61 (emitting surface,
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7.LTS-HPR240 8.LTS-HPR300
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