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Combined Bar Light

2BRM Series
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@ Four sides combined bar light, can illuminate by each side,
independent control.
@ According to the workpiece needs, to adjust the angle of light.

@ Various applications.

PCB inspection/IC element inspection/tin soldering inspection / Mark position location / packing bar code

Applications e . . .
illumination / sphere workpiece illumination

Uniformity (Relative irradiance)

Model: LTS-2BRM200-W

LWD=200 vertical 90° FOV:140x140mm LWD=20 crosswise 0°

FOV:140x140mm LWD=100 tilted 45° FOV: 140x140mm
e : —— . :

*Above diagram only for reference.

Customized Codingrule

Changeable:

Quantity B e i | LTS - 2BRM ## - R/G/B/W/IR/UV
of bar light

\ LOTS products

\ Combined bar light \47

\ Length of side \

\ Color }4

Imaging instance: metal scratch inspection

HEWorkpiece photograph ELTS-2BRM230-W

Content metal scratch inspection
Workpiece mechanical components
Light model LTS-2BRM230-W
Result scratch extracted

Metal scratch inspection
White scratch, black background,
obvious contrast.

Adapted Dimen Com

. Remark
controller -sion -mon ~¢Ma

Peak wavelength / . .
Product Model Voltage  Power Color color temperature Weight Option

2.0W ®
LTS-2BRM96 24V . _ 343 g 1 Y
28w ©@@  Red:620-630nm Analog
Green:525-530nm controller (P152)
) LTS-2BRM130 = 24V 4.0W ® 469g o Y
Combined 56W | ©@O® pjue:465-470nm Digital
bar light 5.6W ® controller (P159)
LTS-2BRM160 = 24V White : 6600K 6209 .
8.8W [cXBXT) High power
7.6W ® (color temperature) controller (P152)

LTS-2BRM200 24V 7599
1mew ©OO®

. Customized  On-site technical ~ Sample free
http'//WWW'IOtsmV'com color support rent service




Combined Bar Light
2BRM Series

Light parameters

Peak wavelength / ) : Adapted Dimen Com
Product Model VEIEER | e Color color temperature UL | (Bl controller -sion  -mon Rz

9.6W ®
LTS-2BRM230 24V 8949 5 Y
14.4W [cXEXT)

13.6W @ Red:620-630nm Analog
LTS-2BRM290 24V 13299
20.4W O©O® Green:525-530nm controller (P152)

Combined 17.2W ® Digital
. - Blue:465-470nm 1403
bar light LTS-2BRM285235 24V 28.8W 00® <] controller (P159)

16.0W ® White: 6600K High power

LTS-2BRM400360 24V 1700g
24.8W (XD (color temperature) controller (P152)

23.4W ®

LTS-2BRM532382 24V 31009
38.4W [cXEXD)
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* UV & IR light can be customized as required.

o LIS
% 1) Operating environment: Temperature 0-50°C, | %% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,

Humidity 20-85% (Non-condensation) : apply to use inside of device.

2) Life-span: 50000h(Reduce 50% luminance of factory default) : 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

| . _—
3) Value-added service: One year free technical support, sample drag chain system production line.

1
free rent : % Oﬂe
1
1
1

PVCextension cable High flexibility extension cable

Boundary dimension(mm)
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