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Product LTS-3COH Series LTS-3CON Series LTS-COXR Series LTS-3COX Series
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Picture

Min. Emitting area 20mmX20mm 20mmX20mm 25mmX19mm 20mmX20mm

Max. Emitting area 100mmX100mm 100mmX100mm 100mmX100mm 120mmX120mm

Recommended
working distance
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5mm~300mm 5mm~300mm 5mm~150mm 5mm~300mm

FOV 1mm~100mm 1mm~100mm 1mm~45mm 1mm~100mm

i-angle
illumination

Color Red/green/ Red/green/ Red/green/ Red/green/
olo blue / white blue / white blue / white blue / white

Color temperature 6600K 6600K 6600K 6600K
of white

Page P81 P84 P87 P89

Back illumination |

Waterproof
illumination

Product LTS-COPA Series LTS-HSL Series LTS-2SL Series LTS-SL Series
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Min. Overall 105.5mmX46mm 110mmX@70mm 62mmX@24mm 50mmX@27mm
diameter

Max. Overall
diameter 145mmX88mm 150.5mmXa58mm 62mmXa24mm 89.5mmXa32mm

Recommended 10mm~400mm 5mm~200mm Used with Used with
working distance telecentric lens telecentric lens

Infrared
light

Ultraviolet
light

Custo-
mized

Controller

FOV 1mm~100mm 1mm~50mm 1Tmm~25mm 1mm~25mm

Color Red/green/ Red/green/ Red/green/ Red/green/
blue / white blue / white blue / white blue / white

Color temperature 6600K 6600K 6600K 6600K
of white
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. Customized  On-site technical Sample free
http‘//WWW‘IOtsmv'com color support rent service
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