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 High Luminance Spot Light High Luminance Spot Light
  SL Ser ies

Model：LTS-SL083-W

 High Luminance Spot Light High Luminance Spot Light

High power LED used, high luminance.

Column lens adopted.

Used with microscope lens, telecentric lens.

Mark position located, chip inspection, wafer inspection, liquid crystal glass base counterpointApplications

◆

◆

◆

Imaging instance：location inspection

ITO film

LTS-SL085-UV 

■Workpiece photograph ■LTS-SL085-UV 

Location inspection

location inspection

mark clear visible

Whiten the logo position, obvious 

contrast.

FOV：15x11mm

FOV：15x11mm
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Model：LTS-SL085-W
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Illumination property diagram Uniformity (Relative irradiance)

*Above diagram only for reference.
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*Above diagram only for reference.

WD Illumination property -

WD Illumination property -

Customized
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Content

Workpiece

Light model

Result

Color &
color temp.

Length of 
cable

Installation 
method

Power

Multi-area 
control

Changeable:

           

           http://www.lotsmv.com
On-site technical 
support 

 Sample free 
  rent service

Customized 
color

On-site technical 
support 

 Sample free 
  rent service

Customized 
color
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  SL Ser ies

LTS-SL081

LTS-SL083

  * UV & IR light can be customized as required.

Boundary dimension(mm)

-
LTS-SL085

LTS-SL0810

R G B W

R G B W

W

W
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10W

1W  43  

 55 g 

 87 g

122 g

g 1
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4

LTS -  SL  ##  #  -  R/G/B/W/IR/UV
LOTS products

           High luminance 
spot light

Diameter

Color

Power
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 High Luminance Spot Light High Luminance Spot Light

Coding rule 

Light parameters 

Product Model Power Color Remark
Dimen
-sion

Com
-mon  Adapted controllerWeight Option

Peak wavelength / 
color temperature

Red:620-630nm

Green:525-530nm

Blue:465-470nm

White:6600K

( )

 

color temperature

Constant current 

controller(P157)

★ ※ PVC extension cable：high flexibility, bending resistance, high temperature resistance, 

    apply to use inside of device.

1)

High flexibility extension cable：harder and more abrasive resistance than PVC, apply to 

    drag chain system production line. 

2)

PVCextension cable           High flexibility extension cable

1)Operating environment：Temperature  0-50℃,

  

  

   

Humidity  20-85%（Non-condensation）

2)Life-span：50000h(Reduce 50% luminance of factory default)

   3)Value-added service：One year free technical support, sample 

    free rent

High luminance spot light

On-site technical 
support 

 Sample free 
  rent service

Customized 
color

           

           http://www.lotsmv.com
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