Square / Ring Back Light
2FTB/2FTR Series

& High-density LED distribute to the bottom of the light.
@ High uniformity, high luminance.

Line scan illumination

@ Diverse dimension for reference, used to various applications.

Structured
light

Boundary dimension measurement/damaged edge inspection / transparency impurity inspection/

illumination

Ring

Applications

oral liquid level height inspection

lllumination property diagram Uniformity (Relative irradiance)

Model: LTS-2FTB236186-W

WD-lllumination property Dark FOV: 160x120mm Dark FOV: 255x190mm

Shadowless illumination
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Changeable:
" Lengthand |

_width
[control [ colortemp.

Viewport

Multi-angle
illumination

Back illumination |

Imaging instance: dirty partinspection

Waterproof
illumination

HEWorkpiece photograph HELTS-2FTR300200-W

! Content dirty partinspection : : e I
Workpiece gauze mask | ' F
Light model LTS-2FTR300200-W
Result obvious dirty part

Infrared
light

Ultraviolet
light

TR

Custo-
mized

Dirty part inspection
Large area emitting uniformly, make

the black dirty part visible.

Codingrule

Controller

LTS - 2FTB/2FTR ## ## - R/IG/B/W/IR/UV

\ LOTS products \

\ Square / ring back light \47
| Length of luminous zone | 4

\ Width of luminous zone \ <

\Color \4

Customized  On-site technical ~ Sample free

color support rent service http://www.lotsmv.com




Square / Ring Back Light
2FTB/2FTR Series

Light parameters

Peak wavelength / Weight| Option Adapted Dimen Com o«

Product Model Voltage = Power Color color temperature ey | <Son | <memn

5.8W e 4629 1 Y
9.6W [cXEXW)
LTS-2FTB140140 12.0W ® 677

- g
1820 O O®
9.8W ®
16.3W [cXEXD)
19.2W ®
220w OO®
25. 0W ®
37.4W | O O®
6. OW ®

LTS-2FTB110110 24V

Structured n i —
|Iight | Line scan illumination

LTS-2FTB200100 696 g

illumination

Ring

LTS-2FTB200180 7219

LTS-2FTB236186 7329
Analog

4679 controller

LTS-2FTR110110
9. 9W OO® Red:620-630nm (P152)

12. 2W e
LTS-2FTR141141 e Green:525-530nm | /1 Digital

. 18. 2W
Square / ring ©00® Blue:465-470nm controller

back light 1. OW
LTS-2FTR150150 20' ow ) g @ White : 6600K 724 g (P159)
16. 6W @ (color temperature) High power
LTS-2FTR180180 833 g controller
276w ©O® (P152)

21.1W ®

LTS-2FTR220220
1w @O® 1520 g

27. 4W ®

LTS-2FTR250210 seow  OO® 15779
39. 4W ®

LTS-2FTR300200 H0W @O® 2003 g

98. 4W ®
LTS-2FTR500400 24V 00® 3392¢g

@

LTS-2FTR600450 24V 4251g

Shadowless illumination
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Multi-angle
illumination

Back illumination | .

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50°C, 3% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,
Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent

Waterproof
illumination

PVCextension cable High flexibility extension cable

Infrared
light

Ultraviolet

light

Boundary dimension(mm)

Custo-
mized

1.LTS-2FTB110110 2.LTS-2FTB140140 3.LTS-2FTB200100

W
%#7
4-213 2Thread
L 40 ]

o
through hole

|
S|

100(emitting surface )

Controller

110(emitting surface)

4-73.2 Thread
through hble 200(emitting surface )
214
226

236

140(emitting surface)

4-M3depthé(reverse)

110(emitting surface)

¥

115
140(emitting surface)
154

. Customized  On-site technical ~ Sample free
http://www.lotsmv.com color SR rent Service




Square / Ring Back Light
2FTB/2FTR Series

Boundary dimension(mm)

4.LTS-2FTB200180 5.LTS-2FTB236186 6.LTS-2FTR110110

| Line scan illumination

Structured
light
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[ through hole_

Through hole 6-M3depth6(tbverse)

200(emitting surface ) 3 s L

214 200
236(emitting surface ) .
226 . .
236 250 | 136
146

180(emitting surface )
illumination

Ring

4-23.2i8H,

186(emitting surface )
100
110(emitting surface )

110(emitting surface )

7.LTS-2FTR141141 8.LTS-2FTR150150 9.LTS-2FTR180180
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& E <

194
180(emitting surface)
130
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4-M3depth4(reverse)
(3

141(emitting surface)

-
e

150(emitting surface )

4-M3depth4(reverse)

7

180(emitting surface)

116
141(emitting surface)

[ 15 ]
150(emitting surface )
164

Coaxial illumination |Bari|lumination| Shadowless illumination

10.LTS-2FTR220220 11.LTS-2FTR250210

o

Multi-angle
illumination

_

8-2/3.2 Thread|
through hole i
6-M3depthd(reverse) 250(emitting surface ) - __200
264 300(emitting surface )
i 5 276 307
TR 286 - . 314
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210(emitting surface )
200(emitting surface)

12-M3depth6(reverse)

220(emitting surface)
Back illumination |

170
220(emitting surface)

Waterproof
illumination

Infrared
light

Ultraviolet

light

12-23.2 Thread
through hole

=450
T
Custo-
mized

450(emitting surface )

5%90:

230

500(emitting surface)
51 600(emitting surface )
52 T 614

53 626

636

Controller
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