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  L IP Ser ies

  Long distance linear light  Long distance linear light

The light band is 100MM under 3M working distance, the lumination can reach 6500LUX. It allows line-scan and area-scan, two models of image 

capture. This light can connect 220V power and adjust the luminance directly. It has waterproof, dustproof function, the level can be Ip67.

Customized Coding Rule

LTS - LIP 360 W - IP-

LOTS products

Long distance linear light

 Overall length

Waterproof light

Color

Light Parameters

   UV & IR light can be customized as required.
                                                                                                                                                            Peak wavelength / correlated color temp.Red:620-630nm,Green:525-530nm,Blue:465-470nm,White:6600K(Color temperature)

*
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Illumination property diagram
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Light spot length[MM ]

Light spot width[MM ]

Length light spot diagram

Width light spot diagram

WD[MM ]

Model：LTS-LIP360-W IP-
WD- Illumination property
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      Long distance 
linear light 220V power plug

Boundary dimension(mm )
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◆

◆

Used in the humidity, dusty environment.

High luminance, long distance emitting.

High heat dissipation performance, use special 

heat dissipation design.

The length can be customized as requires.

Power supply intergration.
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           http://www.lotsmv.com
On-site technical 
support 

 Sample free 
  rent service

IP67 level

Color &
color temp.

Length of 
cable

Installation 
method

Multi-area 
control

Changeable:

Product Model Voltage Power Color Remark
Dimen
-sion

Com
-mon

Adapted 
controller

Weight Option

RN

SRN

RNH

R
in

g
 

ill
u

m
in

a
ti
o

n

HPR

DML

LFR

S
h

a
d

o
w

le
s
s 

il
lu

m
in

a
ti

o
n

3DM

2DM

LFX

FPQ

RIH

DL

2LINM

SDL

2COXL

3LINH

3LINL

3LIN

2LINS

2LIN

3BRH

2BRS

2BR

B
a

r 
ill

u
m

in
a

ti
o

n

2BRM

3COH

3CON

3COX

C
o

a
x
ia

l i
llu

m
in

a
ti
o

n

COPA

HSL

2SL

SL

RNMU

AOI

M
u
lti

-a
n
g
le

 
ill

u
m

in
a
tio

n

2FTB/
2FTR

FTC

2FT/
3FT

B
a

c
k 

il
lu

m
in

a
ti

o
n

2PFT/
3PFT

IP

W
a

te
rp

ro
o

f 
ill

u
m

in
a

ti
o

n

IR

In
fr
a
re

d
 

lig
h
t

UV

U
ltr

a
vi

o
le

t 
lig

h
t

Custo-
mized

C
o

n
tr

o
ll
e

r

PS

PD

APC

DPC

2APC

DPA

2ACC

2DRC

3STU

L
e
n
se

sArea 
scan

Line 
scan

LIP

FPR

COXR

2DPC

STL

S
tr

u
ct

u
re

d
 

lig
h
t

L
in

e
 s

c
a

n
 i
ll
u

m
in

a
ti

o
n

C
u
st

o
-

m
iz

e
d


	页 1

