Waterproof / dustproof Light

IP Series

@ Used at humid, dusty or some relatively harsh

environment.

| Line scan illumination

@ Adopted special structure design with high leakproofness.

@ Adopted special heat dissipating material with

Structured
light

good heat dissipating.

@ Variety outline, can be customized.

Ring
illumination

Customized Codingrule

Changeable: LTS - RN ## ##- 1P
LOTS products |«

Corresponding series

Outer diameter

Angle

Waterproof/
dustproof light -
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Dustproof test Waterproof test

Test environment & condition

n

Test environment

. L Multi-angle
Back illumination iltrmination

Waterproof
illumination

Infrared

light

i/

Test condition: dust drift down to the product constantly in the

Ultraviolet
light

Test condition: spray by professional sprinkler, the distance

Custo-
mized

professional dust box. Test time is 12 hours. between light to wateris 800mm.Test time is 12 hours.

Controller

Picture 1: before dustproof Picture 2: after dustproof Picture 1: before waterproof ~ Picture 2: after waterproof
test effect test effect test effect test effect

We get IP54 waterproof certification from SGS!

IP54/IP67 On-site technical ~ Sample free

level support rent service http://www.lotsmv.com




Waterproof / dustproof Light

IP Series

Light parameters

" " Adapted Dimen Com
Product Model Voltage Power Weight Option | - " ller  -sion  -mon Remark

2.6W ®

LTS-RN7390 24V 237
4.3W [cXEX) ¢

LTS-RN13090 24V 8.4W ® 682
1“How OO® ¢

LTS-FT10073 24V 6.5W ® 481¢g
1. 9W 00 @ Red:620-630nm Analog

9.6W
LTS-FT182130 = 24V ° Green:525-530nm | 1234 g controller
©66® (P152)

19.2W
Waterproof / 24w }® Blue:465-470nm

219g Digital
controller

1 Y

| Line scan illumination

Structured
light

illumination

Ring

dustproofLight ' | Ts-BR9032 24V
4.1W OO® | white:6600K

LTS-BR25425 24V SW lor temr t 445 P
- color temperature

LTS-BR37540 24V 7AW @ 960
11.8W [cXEX) 9

5.8W ®
10.6W ©OO®

LTS-LIN18420 24V 44.4W ® 9659
* UV & IR light can be customized as required.

LTS-BR49525 24V 860g

% 1) Operating environment: Temperature 0-50°C, % 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,
Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to

3) Value-added service: One year free technical support, sample drag chain system production line.

free rent
PVCextension cable High flexibility extension cable
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Boundary dimension(mm)

1.LTS-RN7390 2.LTS-RN13090 3.LTS-FT10073
273
/ Z 7////// 100(emi1tt1igé_;ssirface)
ﬁ 70

4-M3depth6 Average

Multi-angle
illumination

Back illumination | .

4-M3depth5(reverse)
L4

Waterproof
illumination
73(emitting sirface)

Infrared
light

Ultraviolet

light

4.LTS-FT182130 5.LTS-BR9032 6.LTS-BR25425

Custo-
mized

192.5 104
182(emitting sirface) 2-M3depth5 90(emitting sirface) 264.5
130 (reverse) 50 254(emitting sirface)
= 4X50=200
50

N

)
| o
<

4-M4Lepth6
—<blind hol%(reversef

(emittir |325'irfac

5-M3depth5(reverse

Controller

130(emitting sirface)

7.LTS-FT37540 8.LTS-BR49525 9.LTS-LIN18420

505.5
385.5 50 ]

495 tti rf:
375(emitting sirface) (emitting sirface)
o 6X50=300 9-M3depths
42’75} 0 (reverse)

204
184(emitting sirface)

ing sirface)

25(emitting sirface)|

. IP54/1P67 On-site technical Sample free
http://www.lotsmv.com level e rent Service
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