Infrared Light

IR Series

& Strong penetration, wavelength optional: 850/940nm.
@ Use with high sensitive CCD of near infrared field.
@ Use with infrared glass filter, adapt to strong ambient light applications.

| Line scan illumination

Structured
light

Monitoring / Packing ( through the plastic packing) / foreign matter of wine bottle inspection /

illumination

Ring

Applications . . . .
electronic, semiconductor inspection
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Coaxial illumination |Bari|lumination| Shadowless illumination

Multi-angle
illumination

Back illumination

Imaging instance: lingerie buckles inspection
B Workpiece photograph MLTS-2FT100100-IR

Waterproof
illumination

Content lingerie buckles inspection
Workpiece  clothing

Light model LTS-2FT100100-IR
Result clear buckles imaging

Infrared

light

Ultraviolet

light

Gi: C

Custo-
mized

Lingerie buckles inspection Infrared has strong penetration,
can highlight the contrast.

Light parameters

Controller

Peak wavelength / . : Adapted Dimen Com
Product Model Voltage  Power Color oo temperature e Rl = | e vt e
Strobe 1 Y
controller

(P146) 2 Y

Analog

LTS-RN5060 24v 1.0W 57 g

Ring LTS-RN7090 24V 2.2w

infrared light

intrared lig LTS-RN12030 24V 4.3W IR:850-940nm controller
(P152)

LTS-COX40 2.7TW Digital
controller

Coaxial
infrared light LTS-COX50 (P159)

Customized  On-site technical  Sample free

color support rent service http://www.lotsmv.com
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. L Multi-angle
Back illumination | illumination

Waterproof
illumination

Ultraviolet | Infrared
light light

Custo-
mized

Controller

Infrared Light

IR Series

Light parameters

Peak wavelength / : . Adapted Dimen Com
Product Model veleee | Feer Color color temperature Weight Option . troller -sion  -mon

LTS-2FT5050 24v 2.4W 1019 6 Y

LTS-2FT7070 24v . 1509 7 Y

Back

infrared light 1759

- 24V
LTS-2FT8080 . Strobe

249g controller
(P146)
463 g Analog

IR:850-940nm controller
LTS-2BR6016 24v . 80g (P152)
Digital

LTS-2BR9016 24V . 105¢g controller
(P159)

LTS-2FT100100 24V

LTS-2FT150150 24v

Bar
infrared light LTS-2BR18016 24v : 1769

LTS-2BR7530 24V . 134 g

LTS-2BR12530 24v . 201g

* UV & IR light can be customized as required.

% 1) Operating environment: Temperature 0-50°C, 2% 1) PVC extension cable: high flexibility, bending resistance, high temperature resistance,
Humidity 20-85% (Non-condensation) apply to use inside of device.
2) Life-span: 50000h(Reduce 50% luminance of factory default) 2) High flexibility extension cable: harder and more abrasive resistance than PVC, apply to
3) Value-added service: One year free technical support, sample drag chain system production line.
free rent

PVCextension cable High flexibility extension cable
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Infrared Light

IR Series

Boundary dimension(mm)

7 LTS-2FT7070 8.LTS-2FT8080 9.LTS-2FT100100

| Line scan illumination
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Structured
light

illumination
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Coaxial illumination |Bari|lumination| Shadowless illumination
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Multi-angle
illumination
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Waterproof
illumination

Infrared

light

Ultraviolet

light
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Controller
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