
Base 

Water-based 

Acrylic 

 

Color 

Black 

White 

Grey 

Customized 

 

Packaging 

300mL/cartridge 

 

Net weight 

480g/cartridge 

 

Shelf life 

9 months 

 

Storage 

Store in the cool 

and dry place, 

under 27℃ 

 antas-153 Acrylic Sealant 

  

Description antas-153 is a one component, water based acrylic gap filler. It is 

user friendly for interior gap sealing with no odor or organic solvent. 

Once cured, it exhibits good flexibility and is non soluble in water. It 

may be used for general gap sealing around internal wall panels, 

ceilings, window or door frames, kickboard, cupboards and 

wardrobes. 

  

Features ⚫ Can be painted over with most type of coatings. 

⚫ Water-based product without VOCs. Water volatilization curing 

and insoluble in water after cured. 

⚫ Good flexibility. 

⚫ Cured to water insoluble and flexible seals 

  

Technical Data Density 

Slump 

Tack free time 

Elastic recovery 

Elongation at break 

Elongation at break 

after water immersion 

1.6 g/cm3 

0 

0.7h 

39% 

137% 

626% 

JC/T 484-2006 

  

Applications ⚫ Bonding joints with high performance of weatherability for 

curtain wall. 

⚫ Sealing the gap of the construction wall. 

⚫ Other bonding and waterproofing for general purpose. 

  

Limitations Antas-153 should not be applied: 

⚫ For structural bonding. 

⚫ When substrate surface temperature beyond 40º C or below 

5º C. 

⚫ In continuous water immersion or on the surface with fog, or 

wet surface, or in continuous wet place 

⚫ Not contact with water in 4-6 hours after working. 
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Antas-153 

Acrylic Sealant 

 

Primer Primer is not usually required when using antas-153. However, 

sealant adhesion should always be tested in advance to determine 

the need of a primer or not. If required, the primer should be applied 

into a thin film to the joint surface by using a clean lint-free cloth 

and allowed to dry before sealant application 

  

Curing and 

maintenance 

antas-153 begins curing when it contacts with the moisture in air. It 

generally cures 2mm/day, and takes 21 days for fully-cure. In the 

beginning of using the sealant, please remain the sealant places 

fixed and flat. Solvent can be used to clean the fractured sealants 

and then fill up with the new sealants with same color and quality. 

  

Safety It is nontoxic after entirely cured. Avoid direct contact with eyes 

when operating. If happened, rinse opened eye under running 

water for several minutes. During the curing process, sealant will 

release a small amount of organic molecules. Construction should 

ensure good ventilation. If necessary, take protective measures. 

Please keep children out of reach. 
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