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AR #SE Technical Parameter
WIHREE
Design Basis
withRAE
Design Standard
Face to E#
Face Wafer
Dimension| Connecting
ERE= R
Connecting Flange Size

Test & Inspection

GB

GB/12238

GB/12221

GB/12221

JB/T9092

HITEES4L Actuator Technical Parameters

FrKE RIRGES: BRMA/EEMS (THR) 55/4-20mA/BEES
ON-OFF Type | Feedback: the Active Contact Signal, Passive Contact Signal, Resistance, 4-20mA
A EMNHHES 4-20mA/0-10 V/1-5 V

Regulation Type | Input & Output Signal: DC 4-20mA, DC 0-10V, DC 1-5V

TUH AT 4R EY
Field Operation

HHIAARIZEHIF . AT R UK MODBUS, PROFIBUS Hi% &4
The Field, Remote Control Switch Regulation and MODBUS, PROFIBUS Field Bus

HE AC110-240V 380V 50/60Hz; DC12V, DC24V, 457k [E 7l &
Optional Voltage AC110-240V 380V 50/60Hz; DC12V, DC24V, Special Voltage Can be Customized
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=ER54%r  Technical Parameters

INFRIE (R
AHIBE DN50~DN1000
Nominal Size
1R 47 TR k. HmIM(WCB). AN$EN(CF8. CF8M)
Body Material Cast Iron, Carbon Steel(WCB), Stainless Steel(CF8, CF8M)
EEHE T e
Connection Type Wafer, Flanged Type
= g
Eﬁ%'}i. PN1.0
Pressure Rating
kit HLELEH Median line
Structure type
i e PDEM: -10°C ~120C
Seat Material PTFE: -30°C ~180°C
IR R . NEEWM(CF8. CF8M)
Disc Material Cast Iron, Stainless Steel(CF8, CF8M)
1 R .
Stem Material Stainless Steel (CF8, CF8M)
ERANTR 7K AR S i, 1 2R ER TR T Y BT
Applicable Medium Water, Liquids, Gas, Oil, Powder, Steam, Acid-base Corrosive Medium.

FEIMERZEHERT  Main Outline and Connecting
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MEDLE DN50 DN65 DN80 | DN100 | DN125 | DN150 | DN200 | DN250 | DN300 | DN350 | DN400 | DN500 | DN600

Inch 2" 2-1/2" 3" 4" 5" 6" 8" 10" 12" 14" 16" 20" 24"
D 50 65 80 100 125 150 200 250 300 350 400 500 600
D1 96 104 127 153 180 206 270 320 368 428 482 605

D2 125 145 160 180 210 240 295 355 410 470 525 650 725
L 45 47 48 58 59 59 64 70 78 80 108 120 152
H 212 225 256 280 315 345 405 480 554

n-®d 418 4918 4918 4918 418 4-023 | 4023 | 4923 | 4926 | 4926 |4-926 | 4-630 | 4-036
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